
Manufacturer: 

ELMASHPROM LLC ( ELMAST®) 6, Nartova str., room 2, office 17, Nizhny 
Novgorod , Russia; URL: www.elmast.com E-mail office@elmast.com 

post code: 603104; Phone: +7-831-278-60-72 

 

High-reliability lightning protection and grounding systems 

 

Sales, design and installation in Tanzania: 

Road 8, Near Azania bank, Dodoma-Tanzania 

P.O.Box 1134, 

Dodoma Tanzania 

Phone No:+255766593632 

Email: info@amjcontractors 
 



Clamp connecting ZS-7.1GTs 
 

The connecting clamp ZS-7.1GTs is used as 
part of grounding and lightning protection systems. 
Designed to connect flat (from 20x3 mm to 40x5 mm) 
and round (with a diameter of 6 to 12 mm) horizontal 
and vertical grounding conductors. 

 

 
 
 

Developer, copyright holder and manufacturer: LLC "Elmashprom" (TM ELMAST), 
INN 5262211583; 603104, Russia, Nizhny Novgorod, Nartova st., 6; tel. +7 831 2786072, 
2786073, 2786423, 2786450, 4238623; URL: www.elmast.com, E-mail: 
info@elmast.com. 
Country of origin: Russia; 
Scope: as part of grounding, lightning protection and potential equalization systems for 
connecting round and / or flat conductors (lightning protection down conductors with each 
other and with grounding conductors, grounding conductors between themselves and 
their connection with vertical grounding conductors); 
Method of connecting grounding conductors (lightning protection down 
conductors): parallel, perpendicular; 
Dimensions of the grounding conductors to be connected by the strip / circle 
formed plate, mm: (rectangular section) 20x3; 20x4; 25x3; 25x4; 30x3; 30x4; (round 
section) 6-12; 
Dimensions of the connected conductors with the "strip" plate (rectangular 
section), mm: 20x3; 20x4; 25x3; 25x4; 30x3; 30x4; 40x4; 40x5; 
Allowable material of the connected conductors or vertical earthing switch: hot-dip 
zinc coated steel, stainless steel; 
Material of the main parts of the clamp: hot-dip galvanized steel according to GOST 
9.307-89 (permissible thickness of zinc coating 40-200 microns); 
Average thickness of the coating of the main parts of the clamp with hot zinc, 
microns: 55-65; 
Average thickness of the main parts of the clamp, taking into account the coating 
with hot zinc, mm: 3.15;  
Number of main parts of the clamp (including fasteners), pcs: 2; 
The total number of clamping parts (including fasteners), pcs: 14; 
Clamp completeness: molded plate "strip-circle" 72x72x9 mm (drawing 
AELI.341499.399-13-01) - 1 pc., Flat plate "strip" 72x72x3 mm (drawing 
AELI.341499.399-14-01) - 1 pc., Standard fasteners made of hot-dip galvanized steel: 
bolt М8x30 - 4 pcs., Grover 8 - 4 pcs., nut М8 - 4 pcs. 
Material of standard fasteners: steel 35., article 45 (or analogs) with hot zinc coating, 
(at the request of the Customer, fasteners made of stainless steel A2 or A4 are allowed 



(corresponds to steel grades AISI 304 or AISI 316) according to GOST ISO 3506- 1-
2014); 
Strength class of bolts made of hot-dip galvanized steel according to GOST 1759.4-
87 (ISO 898.1-78): 8.8; 
Tightening torque N * m: 23; 
Maximum torque in N * m (kgf * m): 24.31 (2.5); 
The maximum permissible short-term heating temperature of the clamp body when 
the lightning current flows through the conductor fixed in the clamp (lightning 
protection down conductor), degrees C: not higher than 419 (at temperatures above 
419 degrees C, a part of zinc may melt and drain from the clip body); 
Operating conditions: UHL4, for operation in the open air or in the ground (the effect of 
a combination of climatic factors typical for a given macroclimatic region). By agreement 
with the manufacturer, it is allowed to operate in macroclimatic regions and (or) locations 
different from those for which the products are intended; 
Warranty period of operation: 12 months from the date of sale by the manufacturer; 
Service life: depends on the actual thickness of the coating of product parts with hot zinc, 
the environment, its parameters and operating conditions (according to GOST ISO 9223-
2017, ISO 12944-2: 2017 (E)); 
Additional requirements for the operation of the product in soil as part of 
grounding devices: apply (patent for invention No. 2 667 904, patent holder OOO 
Elmashprom) conductive graphite grease (to reduce and stabilize the transient contact 
electrical resistance of contact connections and to protect against corrosion). All contact 
connections with clamps are additionally hermetically insulated with sealant tape 50x3 
mm; 
Additional recommendations for the operation of the product as a part of potential 
equalization systems: use electrically conductive lubricants of the corresponding 
purpose in contact joints; 
Additional recommendations for the operation of the product as part of lightning 
protection systems when connecting down conductors: use electrically conductive 
lubricants of the appropriate purpose in contact connections; 
Overall dimensions, mm: 72x72x41; 
Net weight, kg: 0.325; 
Turnkey size, mm: 13. 
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